
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1

Conchem
Cross-Out
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: 
	001: Hydrathane
	003: A one-part, water-based, polyurethane waterproofing membrane which is flexible, tough and fast curing (capable of drying in 6-12 hours @ 23°C @ 50% relative humidity). The cured membrane will remain tough, elastic and can bridge and seal hairline cracks.Product size:4lt & 15lt drums
	004: 
	005: Off
	006: Yes
	012: 1010
	013: www.constructionchemicals.com.au
	024: conchemorders@gmail.com
	025: 09-2735444
	026: 9429038627873
	007: Construction Chemicals Pty Ltd
	008: Construction Chemicals (NZ) Ltd
	009: William Buck (NZ) Limited, Level 4, 21 Queen Street, 
	010: CBD
	011: Auckland, New Zealand
	016: B2 Durability: Performance clauses B2.3.1(c) (i) and (ii) and B2.3.2 . E3 Internal Moisture E3.1(b) E3.2 (b)&(c), E3.3.2, E3.3.5E2 External Moisture E2.1, E2.2, E2.3.2, Compliance affirmed by; - Current BRANZ Appraisals 956 & 957 - Exceeds the requirements of NZS4858 - wet area membranes, a referenced document in E2 AS1 - 7508 CSIRO test - In-service history exceeds 12 years- Complies with E3/AS1 2.1.1., 3.3.1., 9.7.7.1, 9.9.4.4, 9.9.10.1
	014: B2 Durability: Performance clauses B2.3.1(b) (i) and (ii) and B2.3.2E3 Internal MoistureE2 External Moisture
	017: Precautions• Hydrathane is UV resistant and will withstand maintenance foot traffic. It is advisable to screed, tile or protect with Deckgrip when traffic is more regular• Do not apply if temperature exceeds 35°C or less than 5°C• At above 30°C temperatures the membrane exhibits thermoplastic characteristics• Do not apply if rain is expected within 1 day• Do not thin liquid• Do not use in permanently immersed applications (swimming pools etc)• Do not use on surfaces subject to rising damp or negative hydrostatic pressure• Seal damp substrates with one coat of Epecrete• Waterproofed areas must be sloped to a drain and water must not pond• To eliminate contamination or damage, any finished covering must be applied as soon as the membrane has cured.
	018: Hydrathane is designed to be used internally or externally onto structurally-solid substrates to prevent the ingress of moisture into the substrate, or migration into another space.
	029: Application is limited to Applicators registered with Construction Chemicals (NZ) LtdSurface PreparationThe surface to be waterproofed must be structurally sound and free from dirt, dust, grease, paint, wax, laitance and all other contaminants. Protrusions that can puncture the membrane must be ground flat. Holes and voids shall be filled with Patch & Anchor. Building boards must be installed in accordance with the manufacturer’s instructions and local building codes. Cracks and junctions in building surfaces shall have a bond breaker tape or silicone applied evenly over the junction or crack prior to the membrane application (to accommodate extremes of movement). New concrete should be wood float finished and allowed to cure for 28 days. Steel float finished concrete, renders and screeds, must be mechanically abraded to remove laitance. Old concrete must be cleaned with a strong detergent/degreaser to remove contaminants then thoroughly washed and allowed to dry. All porous substrates, cement sheet and gypsum board must be primed with Primebond to prevent excessive moisture draw from the membrane. Metal surfaces, nail and screw heads, must be free of rust and primed with a rust inhibiting primer. All waterproofed floors, roofs and balconies shall be sloped to a drain outlet in conformity with AS3740 and external AS4654.2 and relevant local building codes. As a guide a 1:60 fall for wet areas and 1:100 fall for roofs and balconies.Bond Breaker and ReomatAt the junction/joints in building surfaces i.e., floors/walls/walls, wastes etc., apply centrally over the junction, bond breaker tape or a 13mm bead of neutral cure silicone (allow to become touch dry). Apply a 150mm wide thick coat of waterproofing membrane centrally over areas where the bond breaker is applied. Reinforce the wet membrane with 140mm Reomat to guarantee its thickness and performance.Membrane ApplicationApply the membrane in accordance with AS3740 and AS4654.2 and local building codes and good trade practice. Prime concrete and building boards with Primebond. Apply two coats of Hydrathane with a brush or roller. Apply thickly allowing it to flow rather than brush to achieved required thickness. Apply the second coat at 90° to the first (recoat time is approximately2 hours @ 23°C @ 50% relative humidity) on floors and 100mm up surrounding walls apply two wet coats 0.8mm thick and on walls two wet coats 0.6mm thick. Apply the membrane down the front edge of balconies to the drip moulding and down into drains and outlets and remove excess material. Apply a third coat if necessary to obtain the required thickness in critical areas i.e. over the bond breaking tape, cracks and building junctions.Must be applied in accordance with all relevant Construction Chemicals technical information:www.constructionchemicals.com.au/tech-info/Curing1 day @ 23°C @ 50% relative humidity.Colder temperatures will increase cure time.Pond TestIf a ponding test is required, ensure the membrane is allowed to cure for a minimum of1 day before pond testing.TilingApply tiling directly to the cured membrane with Drymastic, Duraflex, Gripflex, Hydralite, Mightymastic, Kemflex or Monoflex. Tiling can commence after 4-6 hours @ 23°C @ 50% relative humidity, longer in cooler conditions.
	019: There are no maintenance requirements beyond that needed for the waste/outlets, i.e. keeping them clean and not obstructed.NB. Hydrathane must be covered with tile or a Primax slurry within 72 hours
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